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Erosional Processes after Wildfires: The Impact o f Vegetative Ash and the Morphology 
o f  Debris Flows
Committee Chairman: Emmanuel Gabet Z Ç
Erosion and sediment transport increase following wildfires. Overland flow and 
debris flows are the dominant processes that increase post-wildfire erosion. The impact 
o f vegetative ash on post-wildfire overland flow and debris flows has been implied by 
some studies. The swelling o f vegetative ash may clog soil pores and increase runoff. In 
addition, vegetative ash has been hypothesized to be a critical component in the 
generation o f post-fire debris flows. This project is separated into two studies: (1) the 
physical and chemical characterization o f vegetative ash and (2 ) the morphology o f post­
wildfire debris flows.
The physical and chemical properties o f naturally-occurring and experimental ash 
samples were analyzed using laser diffraction, elemental analysis, ICP-MS, and XRD.
The naturally-occurring ash was collected from the 2005 Tarkio, Montana wildfire. The 
mean Tarkio fire ash particle density and median particle size are 2.5 ± 0.6 g/cm^. The 
m edian particle size ranged from 127 to 136 pm. The mean percent carbon and nitrogen 
o f the Tarkio fire ash are 11.4 % and 0.4 %, respectively. The major chemical 
constituents o f the Tarkio fire ash are calcium, potassium, magnesium, phosphorous, 
manganese, iron, and aluminum. The mineral composition o f the Tarkio ash is comprised 
primary o f calcite, quartz, sulfates, and feldspars. Experimental ash samples were 
produced by combusting different fuel types at different combustion temperatures. The 
vegetative ash samples produced by combusting Ponderosa Pine limbs and needles at 450 
and 600 °C best simulate the elemental content and mineral composition o f the Tarkio 
fire ash.
Post-wildfire debris flows were generated in the Sleeping Child creek basin by 
intense convective storms in 2001. These debris flows initiated by progressive sediment 
bulking. Initiation o f debris flows by progressive bulking is indicated by rill networks 
and slope-area thresholds. Landslide initiation o f debris flows is not evident. The mean 
debris flow-scoured gully expansion rate is 0.006 ± 0 .0 0 2  mVm. The SCC debris flow- 
scoured gullies are characterized by steep gully heads, generally continuous gullies, mud 
coating and nick marks on adjacent trees, log and boulder jam s, and levees in the lower 
portion o f  the gullies. The impact o f wildfires and debris flows in forming landscapes is 
supported by the SCC debris flows.
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Preface
The topics o f  this thesis have been written in two chapters. Each chapter has been 
written as a stand alone scientific paper. The papers have been v^itten in the appropriate 
format for subm ission in the journal o f Geomorphology, Elsevier Press. The first chapter 
is a discussion o f  experimental results for the physical and chemical characterization o f 
vegetative ash. The first chapter will be submitted to Soil Science for publication. The 
second chapter covers a field study regarding the morphology o f post-wildfire debris 
flow. The second chapter will be submitted to Geomorphology for publication.
Ill
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Abstract
The presence o f fine sediment (e.g. silt and clays) has been related to an increase in 
post-wildfire erosion and debris flows. The influence o f vegetative ash on increased 
erosion and debris flows has been inferred by some studies. However, few studies have 
specifically examined the physical and chemical properties o f vegetative ash. This study 
characterizes the vegetative ash from a natural wildfire and twenty laboratory-produced 
vegetative ash samples. The physical and chemical properties o f these vegetative ash 
samples were analyzed using laser diffraction, elemental analysis, ICP-AES, and XRD.
Three 2005 Tarkio, M ontana ash samples were collected and analyzed. The mean 
Tarkio fire ash particle density and median particle size are 2.5 ± 0.6 g/cm^. The median 
particle size ranged from 127 to 136 pm. The mean percent carbon and nitrogen o f the 
Tarkio fire ash are 11.4 % and 0.4 %, respectively. The major chemical constituents o f 
the Tarkio fire ash are calcium, potassium, magnesium, phosphorous, manganese, iron, 
and aluminum. The bulk mineral composition o f the Tarkio fire ash is comprised o f 
calcite, quartz, and anorthite. The clay fraction (< 2 pm) mineral composition o f the 
Tarkio fire ash is comprised o f calcite, sulfates and some feldspar minerals. The 
vegetative ash samples produced by combusting Ponderosa Pine limbs and needles best 
simulate the elemental content and mineral composition o f the Tarkio fire ash.
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1. Introduction
It is commonly observed that runoff and erosion increase dramatically after wildfires 
(Swanson, 1979; M eyer and Pierce, 2003; Shakesby and Doerr, 2006). Overland flow 
and debris flows are particular effective in increasing post-wildfire sediment transport 
(Parrett, 1987; W ells, 1987; M eyer and Wells, 1997; Cannon and Reneau, 2000; Cannon 
et al., 2001). Soil hydrophobicity is typically identified as the cause o f increased post­
wildfire runoff (DeBano, 1981; Neary et al., 1999); however, soil hydrophobicity is 
generally spatially discontinuous and patchy, which may limit the extent and duration o f 
its impact on post-wildfire runoff (Morin and Benyamini, 1977; Huffman et al., 2001; 
M artin and Moody, 2001). Alternatively, soil pore clogging due to swelling o f vegetative 
ash may cause surface sealing and increase runoff and sediment transport after wildfires 
(Etiegni and Campbell, 1991).
Vegetative ash may be important in the generation o f progressively bulked debris 
flows. Field studies (e.g. M eyer and Wells, 1997; Cannon et al., 2001) have shown that 
fines content (e.g. clay, silt, and vegetative ash) is a significant fraction o f  post-wildfire 
debris flow deposits. Laboratory studies (Cao and Qian, 1990; Julien and Lan, 1991; 
M ajor and Pierson, 1992) indicate that the presence o f fines (<2 mm size fraction) can 
increase the viscosity o f sediment slurries, hence decreasing the fall velocity o f entrained 
sediments. Julien and Lan (1991) found that suspensions o f  clay and silt containing 
between 15 and 45 percent by volume solids can have dynamic viscosities o f 1.5 to 4 
orders o f  magnitude greater than the viscosity o f clear water. It is thought that debris 
flow yield strength is promoted by the cohesion o f clays and by intergranular friction
between abundant fine particles (Pierson and Costa, 1987). The role o f vegetative ash, 
however, in post-wildfire debris flow initiation has only been inferred by the above 
studies.
Vegetative ash, therefore, may play a critical, but underappreciated, role in post- 
wildfire erosion. This is not surprising considering the large quantities o f  vegetative ash 
generated during wildfires. For example, Goforth et al. (2005) report average ash 
thickness o f 6 -8  mm for the mixed pine and oak forests burned in southern California and 
Cannon et al. (2001) report ash thickness up to 5 cm for the Cerro Grande fire. New 
M exico. In addition, vegetative ash was several centimeters thick after the 2005 Tarkio, 
M ontana wildfire (S. W oods, unpublished data).
There have been some studies o f ash relevant to runoff and erosion. Ulery et al. 
(1993) found that wood ash can increase soil pH by up to 3 pH units (to pH 10.5). This 
change in soil pH is a result o f the alkalinity o f vegetative ash, which ranges from 8 to 13 
(Etiegni and Campbell, 1991; Naylor and Schmidt, 1986; Goforth et al., 2005). The pH 
o f  ash is attributed to carbonates and bicarbonates at combustion temperatures below 500 
°C and to oxides for temperatures above 1000 °C (Naylor and Schmidt, 1986). M isra et 
al. (1993) also found that ash carbonates dissociate to oxides at higher combustion 
temperatures. Vegetative ash has the potential to swell and clog soil pores, decreasing 
soil infiltration, and increasing overland flow (Ralston and Hatchell, 1971). Etiegni and 
Campbell (1991) found that ash may expand up to 12.5% in volume when wetted. The 
swelling o f  ash when wetted is attributed to the expansion o f calcium silicate hydrate and 
portlandite minerals (Etiegni and Campbell, 1991). The mineral composition o f wood 
ash is comprised o f  carbonates, sulfates, silicates, and oxides and varies with combustion
temperature (Etiegni and Campbell, 1991; Misra et al., 1993; Ulery et al., 1993; Goforth 
et al., 2005). The chemical constituents in vegetation may accumulate by precipitation 
from the atmosphere (Dongarra et al., 2002) or by the dissolution o f minerals into 
groundwater and subsequent uptake by plant roots (Vyshemirskii and Simonova, 1988; 
M isra et al., 1993). The minerals found in vegetative ash may have been transported to 
the plant by root uptake or may be formed during combustion (Misra et al., 1993).
The purpose o f this study is to characterize the physical and chemical properties o f 
vegetative ash created by wildfire. It is important to understand vegetative ash as a 
geologic material. This analysis will provide fundamental knowledge regarding the 
properties (e.g. density, particle size distribution) that may affect runoff and erosional 
processes. We analyze the physical and chemical properties o f naturally-occurring ash 
and experimental ash produced from different fuel types combusted at different 
temperatures. The comparison o f  experimental and natural ashes is important, because 
ash may need to be produced for use in future experiments (e.g., infiltration and runoff 
simulations). In addition, we hope that the analysis o f vegetative ash produced from 
different fuels combusted at different temperatures may elucidate physical and chemical 
differences o f vegetative ash produced by different intensity wildfires.
2, M aterials and M ethods
2.1 Natural Ash Collection
Three ash samples were collected from the bum  area o f the 2005 wildfire near 
Tarkio, M ontana, which is located approximately 70 kilometers west o f Missoula, 
M ontana. This wildfire was better known as the Interstate 90 (i.e. 1-90) fire, but will be 
referred to in this paper as the Tarkio fire. The Tarkio fire began on August 4, 2005 and
was contained on August 17, 2005. The Tarkio fire burned in open areas o f grass, shrubs, 
and conifers. All grass, surface litter, and tree limbs and needles were combusted. The 
conifers in this regions are a mixture o f Ponderosa pine (Pinus ponderosa), Douglas-fir 
{Pseudotsuga menziesii), Lodgepole pine {Pinus contorta), sub-alpine fir {Abies 
lasiocarpd), and western larch {Larix occidentalis). The primary lithology in the bum  
area is low-grade metasedimentary rocks o f the Belt Supergroup (Lonn and Smith, 2005). 
The Tarkio fire burned in a high-relief area with elevations ranging from approximately 
950 to 1900 m. Three ash samples were collected from the Tarkio fire area on August 
25, 2005 and are arbitrarily denoted as Tarkio #1, #2, and #3 ash samples. The ash 
collected was a whitish, gray color. The Tarkio ash samples are used in this study to 
represent natural wildfire ash.
2.2 Experim ental Ash Production
2.2.1 B um  Barrel Ash Production
Four ash samples were created using a bum  barrel. The bum  barrel used was 
fashioned from an approximately 110 L galvanized steel garbage can equipped with a 
bum ing grate, ventilation ports, and a removal base for ash collection. The ash samples 
were produced by combusting four different fuels: (1) Ponderosa Pine (P. Pine) needles 
and (2) limbs, (3) a collection o f native grasses, and (4) a representative sample o f an A- 
horizon forest soil (i.e. duff layer). The fuels combusted were collected near Missoula, 
Montana. The P. Pine needle and limb fuels were collected from slash piles from a forest 
thinning operation. The grass and duff fuels were collected in situ. All fuels were oven- 
dried for approxim ately 24 hours at 40 °C prior to combustion. The mineral soil was not 
separated from the duff layer sample. The fuels were ignited using a propane torch. The
ambient air tem perature and combustion temperatures o f the four fuels were monitored 
using therm ocouples connected to a Campbell CRIO data logger. Combustion 
tem peratures were collected at the base o f the fuel, within the bum ing fuel, 
approximately 2.5 centimeters above the top o f the fuel, and approximately 5 centimeters 
above the top o f the fuel. The mean high temperatures were 572, 1160, 707, and 491 °C 
for the bum  barrel combustion o f P. Pine needles, P. Pine limbs, grasses, and duff layer, 
respectively. The approximate combustion durations were 1.7, 2.8, 1.5, and 5.8 hours for 
the bum  barrel combustion o f P. Pine needles, P. Pine limbs, grasses, and duff layer, 
respectively. The ash content was 4.7, 2.3, 24, and 78 percent o f the unburned fuel for 
the bum  barrel combustion o f P. Pine needles, P. Pine limbs, grasses, and duff layer, 
respectively. The duff layer only smoldered, producing a mixture o f ash and mineral soil. 
The smoldering o f the duff layer is indicated by the longer combustion duration and the 
presence o f mineral soil is indicated by the high ash content o f the ash combusted from 
the duff layer.
2.2.2 Muffle Fum ace Ash Production
Sixteen ash samples were produced in a Bamstead-Thermolyne 62700 muffle 
fumace. The different fuel types were combusted at four temperatures to produce sixteen 
ash samples. The four fuels combusted were P. Pine needles, P. Pine limbs, grasses, and 
duff layer. In contrast to the bum  barrel experiment, the mineral soil was separated from 
the duff layer by submerging the duff in water and agitating it. The mineral soil 
separation was perform ed to allow more thorough combustion than with the bum  barrel 
experiment, and to produce an ash sample that did not contain mineral soil chemical 
constituents. All fuels were oven-dried for approximately 24 hours at 40 °C prior to
combustion, except for the duff layer which was dried for 27 hours at 75 °C. The duff 
layer was oven-dried at a higher temperature and for a longer duration to ensure complete 
drying following the mineral soil separation. The four fuels were combusted in the 
muffle fum ace at 450, 600, 800, and 950 for three hours. The mean ash content for 
the four combustion temperatures was 3.1 ±  0.4, 4.1 ±  3.0, 10 ±  3.0, and 60 ±  7.1 
percent o f  the unbum ed fuel for the muffle fumace combustion o f P. Pine needles, P.
Pine limbs, grasses, and duff layer, respectively.
2.3 Particle Density M easurement
The particle density was measured for the three Tarkio fire ashes. The particle 
density was determined through measurement o f the bulk density and porosity o f the ash 
samples (Tisdall, 1951).
2.4 Particle Size Distribution
Particle size distribution measurements were performed for the three Tarkio fire ash 
samples by laser diffraction using a M alvem  M astersizer 2000. Each ash sample was 
analyzed with a 12-second, 52 detector scan. Thirty 12-second scans, with a one second 
lag between each scan, were performed for each sample run and five sample runs were 
performed on each Tarkio ash sample. No sample sonication was performed on the ash 
samples and a pump rate o f 2000 rpm was used. For each sample run, 0.31 mL o f ash 
was suspended in approximately 500 mL o f a 5.5 g/L sodium hexametaphosphate 
solution. Sodium hexametaphosphate solution was used to ensure entrainment o f ash 
particles and to disaggregate any ash aggregates. The sample obscuration was held 
between 10 and 15% for optimum instrument performance (Sperazza et al., 2004). The 
M alvem  M astersizer 2000 software version 5 was used to analyze the grain-size
distributions. For the M astersizer grain-size analysis, a reflectance value o f 1.5 and an 
absorbance value 1 .0  were used.
2.5 Elem ental Analysis
The percent carbon and nitrogen o f the Tarkio, bum  barrel, and muffle fumace ashes 
were measured using a CE Instmments Elemental Analyzer. Manual separation o f char 
(i.e. partially combusted fuel) from the ash samples was performed prior to elemental 
analysis. M anual separation was achieved by using tweezers to remove char particles. 
This process, however, did not entirely remove the char; hence the elemental analysis 
measurements may overestimate the percent carbon o f the ash samples. Ash samples 
were then homogenized and pulverized before being analyzed.
2.6 Inductively Coupled Plasma — Atomic Emission Spectrometry
The concentrations o f  the primary chemical constituents were measured in five ash 
samples with a TJA IRIS Inductively Coupled Plasma Atomic Emissions Spectrometer 
(ICP-AES). Sample preparation and digestion were performed following U.S. EPA 
method 3050B (U.S. EPA, 1996). The ICP-AES operation and quality control were 
performed following U.S. EPA method 6010 (U.S. EPA, 1996). The following ash 
samples were selected for ICP-AES analysis: Tarkio fire #1, P. Pine limbs combusted at 
450, P. Pine limbs combusted at 950 ®C, P. Pine needles combusted at 950 °C, and 
grasses combusted at 450 °C. These ashes were chosen to allow comparison o f natural 
wildfire ash w ith experimental ash produced from different fuels combusted at the two 
tem perature extremes. The ICP-AES analysis was performed by the Geology 
Environm ental Biogeochemistry Laboratory at the University o f  Montana -  Missoula.
The percent difference in the chemical constituent concentrations o f the four 
experimental ashes compared to the Tarkio fire ash was calculated as:
Percent Difference = {[T] -  [Exp] / [T]} x 100 [ 1- 1]
where [T] and [Exp] are the constituent concentrations (mg/kg) o f the Tarkio ash and an 
experimental ash, respectively. The experimental ash samples were considered to closely 
compare to the Tarkio fire ash if  the percent difference was less than 25%.
2.7 X-ray Diffraction
The mineral compositions o f the bulk and clay (<2 pm) fractions o f the ash samples 
were analyzed using a Philips X-Ray Diffractometer using a CuK radiation source and a 
graphite crystal monochronometer. The bulk ash samples were prepared according to the 
following steps. Four percent silicon standard, as determined by weight, was added to 
the ash and the ash and silicon mixture was pulverized using mortar and pestle. The 
resultant fine powder was mixed with approximately 0.5 mL deionized water, added to a 
glass slide, and the sample was allowed to dry under a heat lamp. The clay fraction of 
the ash samples was prepared according to the following steps: approximately 0 .2  grams 
o f ash was m ixed with 40 mL o f deionized water, the mixture was sonicated for 
approximately one minute to completely disperse and mix the ash, and the sample was 
centrifuged at 1000 rpm for two minutes. Then the supernatant was decanted and 
evaporated under a heat lamp. The resultant clay fraction powder was prepared by the 
same method described above for the bulk ash samples. These sample preparation 
techniques result in oriented ash samples for XRD analysis.
The XRD analysis o f the bulk and clay fraction ash samples was performed from
2.5 to 75 degrees 20 (i.e., 44.14 to 1.26 Â). The Philips XRD was operated at 40
kilovolts and 30 milliamps for all the XRD analyses. The resultant XRD spectra were 
smoothed by a weighted mean method using the M acD iff 4.2.5 software (Petschick,
2001). The mineral compositions o f the ash samples were determined using the ICP- 
AES chemical compositions and the following mineral databases: (1) M acD iff 4.2.5 
(Petschick, 2001), (2) the 1974 and 1986 Joint Committee o f Powder Diffraction 
Standards, and (3) the W alker and Renault (1972).
3. Results
3.1 Particle Density
The particle densities for the Tarkio ash samples are 2.6, 2.3, and 2.6 g/cm^ for 
samples # 1 ,2 , and 3, respectively. The mean particle density o f all three Tarkio ash 
samples is 2.5 ± 0.6 g/cm^.
3.2 Particle Size Distribution
The particle size distribution is initially bimodal and progresses to a unimodal 
distribution with time (Figure 1.1). The particle size change is due to particle and 
aggregate degradation by the Mastersizer impeller-induced turbulence and grain-to-grain 
collision. Since the ash particles degrade when processed through the Mastersizer 
impeller, the original size o f the ash particles could not be determined directly from the 
laser diffraction results. The first laser diffraction measurement of particle size is 
performed 13 seconds into the analysis (Figure 1.2). There is an initial increase in 
median particle size (i.e., D 50) for the first three laser diffraction scans, followed by an 
approximately exponential decline (Figure 1.2). The maximum mean D 5 0  particle size for 
the Tarkio ash is 136 ± 18 pm. The mean D 50 particle size at 13 and 390 seconds are 127 
± 22 pm  and 59 ± 10 pm, respectively.
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3.3 Elem ental Analysis
The percent nitrogen and carbon values generally decrease with increased combustion 
temperature (Figures 1.3a and 1.3b). The nitrogen content was highest for combustion 
temperatures <500 °C and declined at temperatures >600 °C (Figure 1.3a). The percent 
carbon is dependent on the fuel type and generally decreases with increasing temperature 
(Figure 1.3b). However, the decrease in carbon content with increasing combustion is 
less consistent than for the nitrogen content trend. This inconsistent trend o f decreasing 
carbon content with increasing combustion temperature may be due to inconsistency in 
the method used to separate char from the ash samples (see section 2.5). The lack o f 
complete char removal may have caused the increase in carbon content between the P. 
Pine limb ashes combusted at 600 and 800 °C (Figure 1.3b).
3.4 Ash chemical composition
The m ajor chemical constituents (greater than 0.5% by weight) o f the five ash 
samples analyzed by ICP-AES are calcium, potassium, magnesium, phosphorous, 
manganese, iron, and aluminum (Figure 1.4a). None o f the chemical constituents o f the 
experimental ashes exactly match the Tarkio ash, an expected result given that the Tarkio 
ash was created from an unknown mixture o f  fuels at an unknown temperature. 
Nonetheless, the experimental ash created from P. Pine limb ash combusted at 950 °C 
provides the best match to the Tarkio ash (Table 1.1).
3.5 Ash mineral composition
The Tarkio ashes are comprised o f calcite, quartz, and anorthite (Table 1.2a). The P. 
Pine limb and needle experimental ashes are also comprised o f calcite and several 
different species o f silicate and feldspar, whereas the duff and grass ashes are comprised
11
o f  only quartz and anorthite (Table 1.2a). The clay fraction o f the Tarkio fire ash samples 
are comprised o f  calcite, sulfates and some feldspar minerals (Table 1.2b). The clay 
fractions o f  the experimental ashes are primarily comprised o f a combination o f 
carbonates, silicates, feldspars, sulfates, oxides, and evaporites (Table 1.2b).
The clay fraction XRD analysis indicates a wider variance in the vegetative ash 
mineral composition for the less than 2 pm size fraction, than in the bulk samples. For 
instance, calcite is present in the clay fraction o f a few o f the duff ash samples, but was 
not present in the bulk samples. This discrepancy may be due to masking o f low 
concentration minerals by more prevalent minerals in the bulk sample analysis. That is, 
for the clay fraction analysis the higher concentration, larger minerals may be separated 
out and no longer mask the low concentration, smaller minerals. Example bulk and clay 
fraction XRD spectra are shown for the Tarkio ash sample #2 (Figures 1.5a and 1.5b).
The XRD samples were analyzed in an oriented alignment using the glass slide 
method and hence do not provide a quantitative measure o f mineral concentrations 
(Moore and Reynolds, 1997, pp. 215). In addition, the XRD spectra obtained for the ash 
samples contained substantial background noise. This noise is likely due to the size 
segregation caused by the glass slide sample preparation method (Moore and Reynolds, 
1997, pp. 214) and due to mineral compounds that diffract at similar angles and result in 
overlapping mineral peaks. The background noise o f the XRD spectra made 
identification o f specific mineral compounds within a mineral group (e.g. feldspars) 
difficult for some ash samples.
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4. Discussion
Post-wildfire increases in overland flow may be impacted by the presence o f 
vegetative ash. Surface sealing by ash has been suggested as one mode o f  increased 
overland runoff and erosion following wildfires (M orin and Benyamini, 1977; Neary et 
al., 1999). Etiegni and Campbell (1991) suggest that, during wetting, lime and silica may 
react to form calcium silicate hydroxide. The expansion o f calcium silicate hydrate and 
portlandite minerals in vegetative ash may cause particle swelling and soil pore clogging 
(Etiegni and Campbell, 1991). The original particle size o f vegetative ash is a measure of 
the size o f particles that may be washed into soil pores after a wildfire. The original 
median particle size ranged between 127 and 136 pm for the Tarkio ash. Etiegni and 
Campbell (1991) report an average particle size o f 230 pm for ash produced from 
Lodgepole pine sawdust. Soil pore size is typically discussed in terms o f micropores 
(<0.5 pm), mesopores (0.5 — 50 pm), and macropores (>50 pm) (Ashman and Puri,
2002). Soil macropores vary in type and size (Beven and Germann, 1982), but are 
typically o f sufficient size to accommodate the particle size o f vegetative ash. In 
addition, we found that the naturally-occurring and experimental ashes were comprised of 
carbonates, silicates, oxides, sulfates, and feldspars, depending on the combustion 
temperature. Hence, the vegetative ash analyzed in this study has the properties 
necessary to potentially enter soil macropores, expand when wetted, clog soil pores, and 
cause decreased infiltration and increased runoff.
The physical properties o f vegetative ash reported here are useful to understanding 
the impact o f  vegetative ash on the initiation and rheology o f  post-wildfire debris flows. 
The m ean Tarkio fire ash density o f 2.5 ±  0.6 g/cm^ is only slightly less dense than the
13
density o f  quartz, 2.65 g/cm^, calcite, 2.71 g/cm^, and anorthite, 2.76 g/cm^ (Deer et ai., 
1992). This result implies that the density o f the Tarkio fire ash is primarily due to 
residual minerals present in the ash. The presence o f organic material results in 
vegetative ash being slightly less dense than the residual minerals. The particle density 
o f  vegetative ash will determine the particle settling velocity o f  ash in debris flows and 
the grain-to-grain interaction o f  ash vnth other debris flow entrained particles. The final 
particle size o f the laser diffraction analysis is a measure o f the particle size vegetative 
ash entrained in debris flows. The mean final particle size o f the Tarkio fire ash is 59 ±
10 pm. This particle size can be used to estimate the impact o f vegetative ash particles 
on debris flow rheology.
The particle size decreased exponentially with laser diffraction analysis duration 
(Figures 1.1 and 1.2). However, the first three laser diffraction scans (39 sec) display an 
initial increase in particle size (Figure 1.2). This increase in particle size may be due to 
the inability o f the M astersizer to entrain large, irregular-shaped, lower density ash 
aggregates. The pump rate o f 2000 rpm is optimum for small particle size analysis 
(Sperazza et al., 2004), but may not completely entrain larger particles or aggregates. In 
addition, the particle size distribution o f Tarkio ash #1 is initially unimodal and becomes 
bimodal with time (Figure 1.1). This result suggests that medium and coarse ash particles 
may be initially bound in particle aggregates. The large size fraction peak in the initial 
particle size distribution may be due to only a few particle aggregates. The continued 
processing o f  the ash sample through the laser diffraction impeller breaks up these 
particle aggregates, because o f  grain-to-grain collisions and impeller-induced turbulence. 
The comm inution o f  the ash aggregates results in the unimodal particle size distribution
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and m edian particle size decrease. We suggest that this process is similar to the natural 
process o f particle comm inution from the transport o f ash particles entrained in overland 
flow and debris flows.
The nitrogen and carbon content results show a close comparison between the Tarkio 
fire ash samples and ash produced by combustion o f P. Pine needles at 450 and 600 °C, 
suggesting that the Tarkio fire ash samples may have been produced by combustion o f 
pine needles at combustion temperatures in the 450 to 600 °C range. The percent 
nitrogen o f  both the P. Pine limb and needle ashes combusted at 450 °C is similar to that 
o f  the Tarkio fire ash (Figure 1.3a). In addition, there is no detectable nitrogen in the 
ashes combusted at temperatures greater than 450 (Figure 1.3a). M isra et al. (1993) 
note that the nitrogen content o f wood ash is typically insignificant due to conversion o f 
wood nitrogen to N H 3, NOx and N 2 gases during combustion. The P. Pine needle ash 
samples combusted at 450, 600, and 800 °C are the only experimental ashes that have 
similar carbon content to the Tarkio ash (Figure 1.3b). The percent carbon is dependent 
on the fuel type and generally decreases with increasing temperature (Figure 1.3b). The 
above elemental analysis trends may be useful as a post-wildfire estimate o f combustion 
temperature. As discussed above, the percent nitrogen is volatilized at temperatures 
above 450 °C and the percent carbon is dependent on the fuel type and decreases with 
increasing combustion temperature. Hence, wildfire combustion temperatures could 
potentially be estimated by the percent nitrogen and carbon o f wildfire ash samples. In 
addition, the relationship between combustion temperature and both carbon and nitrogen 
content m ay be useful for evaluating soil nutrient budgets after wildfires.
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The m ajor chemical constituents o f the five ash samples analyzed by ICP-AES are 
calcium, potassium, magnesium, phosphorous, manganese, iron, and aluminum (Figure 
1.4a and Table 1.1). This result is similar to that found in other studies. Misra et al. 
(1993) found the major wood ash elements for a variety o f wood types to be calcium, 
potassium, magnesium, sulfur, phosphorous, and manganese. Etiegni and Campbell 
(1991) found the major chemical constituents o f Lodgepole pine wood ash to be calcium, 
potassium, magnesium, silicon, and phosphorous. In addition, the ICP-AES results 
indicate that the experimental ashes are composed o f the same major chemical 
constituents as the Tarkio ash (Table 1.1); however, the experimental ashes generally 
have a greater percentage o f the major chemical constituents than the Tarkio fire ash 
(Table 1.1). This may be due to the loss o f chemical constituents by chemical 
degradation or dispersion processes (e.g., wind, sublimation, microbial uptake, etc) in 
natural wildfire settings.
M isra et al. (1993) found that the mineral composition o f ash samples was controlled 
by the type o f wood combusted and the combustion temperature. The fuel type controls 
the chemical constituents and minerals available during combustion and the combustion 
temperature controls the chemical reactions that occur. Some mineral compounds will 
decompose at higher temperatures, whereas other minerals are not stable below a 
temperature threshold. For instance, M isra et al. (1993) show that ash mass loss in the 
650-950 °C temperature range is due to decomposition o f calcite (CaCOg). After 900 °C, 
ash mass loss is due to the decomposition o f potassium carbonate (K2CO3) or calcium 
and magnesium sulfates (Misra et al., 1993).
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The calcite decomposition temperature at atmospheric pressure is 894 °C (Deer et al., 
1992, pp. 627). In this study, calcite is present in the bulk and clay fraction o f the P. Pine 
limb ash combusted at 950 °C and in the clay fraction o f the P. Pine needle ash 
combusted at 950 °C (Tables 1.2a and 1.2b). In addition, calcite was not present in the 
bulk duff ash samples, but was present in the duff ash combusted at 450, 600, and 800 
(Table 1.2b). The presence o f calcite in the clay fraction o f  the duff samples, but not in 
the bulk samples, may be due to mineral size and concentration (see section 3.5). The 
presence o f calcite at 950 °C, and only in the clay fraction o f the duff samples, suggests 
that clay size calcite particles are able to persist above the calcite decomposition 
temperature, because they may be bound in an ash aggregate during combustion, thus 
insulating them from the highest temperatures.
The mineral compositions o f the ashes produced by combusting P. Pine limbs and 
needles are m ost similar to the Tarkio ash (Tables 1.2a and 1.2b). This is true for ash 
produced in either the bum  barrel or in the muffle furnace. O f the P. Pine limb and 
needle ashes combusted using a muffle furnace, the mineral composition o f the ashes 
combusted at 450 and 600 °C is most similar to the Tarkio ash (Tables 1.2a and 1.2b).
The XRD results suggest that different fuel types and combustion temperatures will result 
in an ash sample with different mineral composition. Hence, the characteristics o f natural 
wildfire ash samples will also vary with available fuel type and fire severity. The 
laboratory production o f  wildfire ash should account for this natural variability.
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5. Conclusions
This study evaluated the physical and chemical properties o f natural wildfire 
vegetative ash collected from the 2005 Tarkio, M ontana wildfire. Three vegetative ash 
samples were collected from the Tarkio fire. The Tarkio ashes were analyzed for particle 
density, particle size using laser diffraction, nitrogen and carbon content using elemental 
analysis, chemical composition using ICP-AES, and mineral composition using XRD. 
The mean particle density for the Tarkio ash is 2.5 ±  0.6 g/cm^. The mean original 
particle size ranged from 127 to 136 pm. The final particle size is 59 ± 10 pm. The 
mean percent carbon and nitrogen o f the Tarkio ash are 11.4 and 0.4, respectively. The 
major chemical constituents (greater than 0.5% by weight) o f the Tarkio ash are calcium, 
potassium, magnesium, phosphorous, manganese, iron, and aluminum. The bulk mineral 
composition o f the Tarkio ash is comprised o f calcite, quartz, and anorthite. The clay 
size (< 2 pm) mineral composition o f the Tarkio ash is comprised o f calcite, feldspars, 
and sulfates. The mineral composition o f the clay size fraction o f the Tarkio ash is more 
variable than the bulk mineral composition. This may be due to masking o f low 
concentration, smaller size minerals by higher concentration, larger minerals in the bulk 
sample analysis.
The Tarkio ash was compared to experimental ash produced from four fuel types: 
Ponderosa Pine (P. Pine) limbs and needles, grass, and forest soil duff layer. These fuels 
were combusted over a range o f combustion temperatures (450 to 1160 °C) using both a 
bum  barrel and a muffle furnace. The nitrogen and carbon contents o f vegetative ash 
decrease with increasing combustion temperature. The XRD mineral composition results 
proved the most useful analysis method in the comparison o f the natural wildfire and
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experimental ash samples. The mineral composition o f the ash samples produced by 
combusting P. Pine limbs and needles, at combustion temperatures ranging from 450 and 
600 °C, were most similar to the mineral composition o f the Tarkio ash. The chemical 
and mineral composition o f ash samples vary with fuel type and combustion temperature. 
Hence, to simulate a natural wildfire ash in the laboratory the natural wildfire ash must 
first be characterized. The results o f this study provide a foundation o f physical and 
chemical properties for vegetative ash.
6. Acknowledgements
This project was funded by USD A grant #2004-3 5102-15012 to Gabet and was 
performed as partial requirement for an M.S. from the Geology Department at the 
University o f  Montana. Significant manuscript assistance was provided by Scott Woods 
and Joel Harper. The technical expertise and assistance o f Heiko Langner and Matt 
Young at the Geology Environmental Biogeochemistry Laboratory at the University of 
M ontana -  M issoula is much appreciated.
19
7. References
Ashman, M. R., G. Puri. 2002. Essential soil science: a clear and concise introduction to 
soil science. Blackwell Science, Oxford, UK.
Beven, K., P. Germann. 1982. Macropores and water flow in soils. W ater Resources 
Research. 18(5):1311-1325.
Bookter, A., E.J. Gabet. 2006. Post-wildfire debris flow morphology in Sleeping Child 
creek, southwest Montana. Unpublished.
Cannon, S.H. 2000. Debris-flow response o f southern California watersheds burned by 
wildfire. In: W ieczorek and Nasser (Eds.), Debris-Flow Hazards Mitigation: Mechanics, 
Prediction, and Assessment. Balkema, Rotterdam, pp. 45-52.
Cannon, S.H. 2001. Debris-flow generation from recently burned watersheds. 
Environmental & Engineering Geoscience. VII (4): 321-341.
Cannon, S.H., S.L. Reneau. 2000. Conditions for generation o f fire-related debris flows, 
Capulin Canyon, New Mexico. Earth Surface Processes and Landforms. 25: 1103-1121.
Cannon, S.H., E.R. Bigio, E. Mine. 2001. A process for fire-related debris flow initiation, 
Cerro Grande fire. N ew  Mexico. Hydrological Processes. 15: 3011-2023.
Cao, R., S. Qian. 1990. Sediment transport characteristics o f hyperconcentrated flow with 
suspended load. Proceedings o f  the International Symposium on the 
Hydraulics/Hydrology o f Arid Lands, San Diego, California, July 30 -  August 2, 1990. p. 
657-662.
Deer, W.A., R.A. Howie, J. Zussman. 1992. An introduction to the rock-forming 
minerals (2"^ Ed.). Pearson Prentice-Hall, Harlow, England.
Dongarra, G., D. Varrica, G. Sabatino. 2003. Occurrence o f  platinum, palladium, and 
gold in pine needles o f Pinus pinea  L. from the city o f Palermo (Italy). Applied 
Geochemistry. 18: 109-116.
Etiegni L., A.G. Campbell. 1991. Physical and chemical characteristics o f wood ash. 
Bioresource Technology. 37: 173-178.
Goforth, B.R., R.C. Graham, K.R. Hubbert, C.W. Zanner, R.A. Minnich. 2005. Spatial 
distribution and properties o f ash and thermally altered soils after high-severity fire, 
southern California. International Journal o f Wildland Fire. 14: 343-354.
Huffman, E.L., L.H. MacDonald, J.D. Stednick. 2001. Strength and persistence o f fire- 
induced soil hydrophobicity under ponderosa pine, Colorado Front Range. Hydrological 
Processes. 15: 2877-2892.
20
Joint Committee for Powder Diffraction Studies (JCPDS), 1974. Selected powder 
diffraction data for minerals. JCPDS, Swarthmore, Pennsylvania.
Joint Committee for Powder Diffraction Studies (JCPDS), 1986. Mineral powder 
diffraction file. Search manual. JCPDS, Swarthmore, Pennsylvania.
Julien, P. Y., Y. Lan. 1991. Rheology o f hyperconcentrations. Journal o f Hydraulic 
Engineering. 117: 346-353.
Lonn, J.D., L.N. Smith. 2005. Geologic Maps o f the Tarkio and Lozeau 7.5’ 
quadrangles, western M ontana. M ontana Bureau o f Mines and Geology, Open File 
Report 516.
Major, J.J., T.C. Pierson. 1992. Debris flow rheology: experimental analysis o f fine­
grained slurries. W ater Resources Research. 28: 841-857.
Martin, D.A., J.A. Moody. 2001. Comparison o f soil infiltration rates in burned and 
unbum ed m ountainous watersheds. Hydrological Processes. 15: 2893—2903.
Meyer, G.A., S.G. Wells. 1997. Fire-related sedimentation events on alluvial fans, 
Yellowstone National Park, U.S.A. Journal o f Sedimentary Research. 67 (5): 776-791.
M eyer, G.A., J.L. Pierce. 2003. Climatic controls on fire-induced sediment pulses in 
Yellowstone National Park and central Idaho: a long-term perspective. Forest Ecology 
and M anagement. 178: 89-104.
M isra, M .K., K.W . Ragland. A.J. Baker. 1993. Wood ash composition as a function o f 
furnace temperature. Biomass and Bioenergy. 4(2): 103-116.
M oore, D M., R.C. Reynolds. 1997. X-ray diffraction and the identification and analysis 
o f clay minerals. Oxford University Press, New York.
Morin, J., Y. Benyamini. 1977. Rainfall infiltration into bare soils. W ater Resources 
Research. 13(5): 813-817.
Parrett, C. 1987. Fire-related debris flows in the Beaver Creek Drainage, Lewis and 
Clark County, Montana. USGS W ater Supply Paper. 2330, 57-67.
Petschick, R. 2001. M acD iff 4.2.5 Manual. Johann Wolfgang Goethe-Universitat 
Frankfurt am Main, http://www.geologie.uni-
frankfurt.de/Staff/Homepages/Petschick/PDFs/M acDiff_M anual_E.pdf.
Pierson, T.C., J.E. Costa. 1987. A rhéologie classification o f subaerial sediment-water 
flows. In: Costa, J.E., G.F. Wieczorek. Debris flows/avalanches. Geologic Society o f 
Am erica Reviews in Engineering Geology. VII: 1-12.
21
Ralston, C.W ., G.E.Hatchell. 1971. Effects o f prescribed burning on physical properties 
o f soil. In Proc: Prescribed Burning Symposium, 14-16 April, Charleston S.C., USA. pp. 
68-81.
Shakesby, R.A., S.H..Doerr. 2006. Wildfire as a hydrological and geomorphological 
agent. Earth-Science Reviews. 74: 269- 307.
Sperazza, M., J.N..M oore, M.S. Hendrix. 2004. High-resolution particle size analysis o f 
naturally occurring very fine-grained sediment through laser diffractometry. Journal o f 
Sedimentary Research. 74(5): 736-743.
Stock, J., W .E..Dietrich. 2003. Valley incision by debris flows: Evidence o f a 
topographic signature. W ater Resources Research. 39 (4): 1089-1114.
Swanson, F.J. 1979. Fire and geomorphic processes. Fire Regimes and Ecosystems 
Conference, General Technical Report. WO-26.
Tisdall, A.L. 1951. Comparison o f methods o f determining apparent density o f soils. 
Australian Journal o f Agricultural Research. 2(3): 349 — 354.
Walker, C.W ., J R. Renault. 1972. Determinative tables o f 20cu and 20Fe for minerals o f 
the southwestern United States. New M exico State Bureau o f Mines and Mineral 
Resources, circular 127. Socorro, New Mexico.
W ells, W.G. 1987. The effects o f fire on the generation o f debris flows in southern 
California. Geologic Society America, Reviews in Engineering Geology. VII: 105-114.
Ulery, A.L., R.C. Graham, C. Amrhein. 1993. W ood-ash composition and soil pH 
following intense burning. Soil Science. 156(5): 358-364.
Vyshemirskii, V.S., V I. Simonova. 1988. Effect o f an oil reservoir on the trace element 
composition o f pine needles. Geologiya i Geofizika. 29(2): 35-41.
U.S. EPA. 1996. Test M ethods for Evaluating Solid Waste, Physical/Chemical Methods. 
U.S. EPA, SW-846.
22
8. Figures and Tables
&
2
fi
W
Im
pL,
4»
Ss
>
5.0 —I
4.5 —
4.0 —
3.5 —
3.0 —
2.5 —
2.0 —
1.5 —
1.0 —
0.5 —
3 9 0  s
0.0
0.01
1— I t 1 1 1 I I I 1 I I M  I I M  M I
0.1 1 10 100 
M edian Grain Size (pm)
1000 10000
Figure 1.1. Laser diffraction particle size distributions for vegetative ash sample collected 
from the 2005 Tarkio, M ontana wildfire. The grain-size distribution is initially bimodal. 
The median grain-size decreases during analysis due to particle and/or aggregate 
breakdown. The final grain-size distribution is unimodal. Each curve represents a 
different sample time, which are denoted, in seconds, by the number above each curve 
peak.
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Figure 1.2. M edian particle size (D50) decreased with time during the laser diffraction 
analysis, because o f particle and aggregate degradation. The mean D 50 at 13 and 390 
seconds is 127 ± 22 and 59 ± 10 pm, respectively.
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Figure 1.3a. Nitrogen content (%) o f the Tarkio and muffle furnace ash samples 
decreases w ith increased combustion temperatures. The mean nitrogen content o f Tarkio 
ash #1 is shown at 550 °C. The combustion temperature o f the Tarkio ash is unknown, 
however comparison to the experimental ashes suggest combustion temperatures between 
450 and 650 °C. The combustion temperatures for the experimental ashes were measured 
using four thermocouples located at the fire base, within the fuel, 2.5 cm above the fuel, 
and 5.0 cm above the fuel. The experimental combustion temperatures reported in this 
figure are the mean high temperatures for the four thermocouples.
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Figure 1.3b. Carbon content (%) o f the Tarkio and muffle furnace ash samples decreases 
with increased combustion temperatures. The lack o f complete char removal may have 
caused the carbon content between the P. Pine limb ashes combusted at 600 and 800 °C. 
The mean carbon content o f  Tarkio ash #1 is shown at 550 °C. The combustion 
temperature o f the Tarkio ash is unknown, however comparison to the experimental ashes 
suggest combustion temperatures between 450 and 650 °C. The combustion temperatures 
for the experimental ashes were measured using four thermocouples located at the fire 
base, within the fuel, 2.5 cm above the fuel, and 5.0 cm above the fuel. The experimental 
combustion temperatures reported in this figure are the mean high temperatures for the 
four thermocouples.
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Figure 1.4a. M ajor chemical constituents (> 0.5%) as determined by ICP-AES analysis.
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Figure 1.5 a. X-ray diffraction spectrum for the bulk sample o f a natural wildfire ash 
sample collected in the bum  area o f the Tarkio, Montana wildfire (Tarkio sample #2). 
Analysis o f the bulk sample identifies all minerals present in an ash sample. The counts 
were smoothed using a weighted mean method to eliminate peak noise in the spectrum. 
The following symbols denote peaks representing minerals that are present in this ash 
sample: Si = silicon standard, 1 = calcite, CaCOs, 2 = quartz, SiOi, and 3 = anorthite, 
CaAlzSiiOg.
29
600 1
500 -
400 -
3 300 -
200  -
100  -
20 25 30 35 40 6045
20
Figure 1.5b. X-ray diffraction spectrum for the clay fraction (< 2pm) sample o f a natural
wildfire ash sample collected in the bum  area o f the Tarkio, Montana wildfire (Tarkio 
sample #2). The counts were smoothed using a weighted mean method to eliminate peak 
noise in the spectrum. The following symbols denote peaks representing minerals that 
are present in this ash sample: Si = silicon standard, 1 = calcite, CaCOs, 2 = gypsum, 
SiOz, and 3 = anorthite, CaAl2Si2 0 g.
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Table 1.1 -  ICP-MS chemical constituent concentrations (mg/kg) for the Tarkio, Montana wildfire and select experimental 
ashes. The experimental ashes were selected to represent a range of fuel types and combustion temperatures. Bold values 
indicate a cl
w
Element T1a Tib Tiavg L450 % Diff L950 % Diff N950 % Diff G450 % Diff
Ca 77570 80310 78940 34110 -56.8 118107 49.6 36905 -53.2 16940 -78.5
K 7058 7251 7155 18370 156.8 30435 325.4 38389 436.6 101203 1314.5
Mg 6762 6947 6855 8724 27.3 28971 322.7 14411 110.2 3262 -52.4
S 3315 3427 3371 1490 -55.8 3399 0.8 1955 -42.0 3285 -2.6
P 4615 4784 4700 4642 -1.2 18855 301.2 27928 494.3 10498 123.4
Mn 5799 5936 5868 1699 -71.0 6631 13.0 3752 -36.1 1056 -82.0
Zn 314 326 320 269 -15.8 14.3 -95.5 147 -542 142 -55.7
Fe 8488 8680 8584 1562 -81.8 3070 -64.2 1306 -84.8 716 -91.7
A! 8588 8841 8715 2012 -76.9 12097 38.8 4194 -51.9 608 -93.0
Na 638 647 643 b.d b.d 2701 320.4 3285 411.3 291 -54.7
Si 516 466 491 198 -59.7 460 •6.4 572 16.4 950 93.3
B 78.1 80.0 79.0 76.0 •3.8 349 342.4 171 116.2 19.7 -75.0
Cu 35.9 37.8 36.9 25.1 -32.0 154 317.2 69.5 88.7 15.6 -57.6
Ba 3136 3234 3185 184 -94.2 787 -75.3 91.9 -97.1 315 -90.1
As 12.6 13.0 12.8 b.d b.d 3.8 -70.5 b.d b.d b.d b.d
Be 0.4 0.4 0.4 0.1 -70.2 0.3 •20.0 0.1 -62.6 b.d b.d
Cd 0.6 0.7 0.7 2.0 195.6 b.d b.d b.d b.d b.d b.d
Co 5.1 5.1 5.1 2.0 -60.6 6.0 17.2 1.1 -77.6 b.d b.d
Cr 6.2 5.7 6.0 1.1 -81.1 7.5 24.6 5.8 -3.3 5.1 -15.3
Hg b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d
Li 5.0 5.1 5.1 0.9 -81.8 29.5 484.8 36.3 618.2 b.d b.d
Mo 0.9 1.0 0.9 b.d b.d b.d b.d b.d b.d 15.3 1532.9
Ni 9.8 10.0 9.9 6.7 -32.3 19.6 98.0 21.6 118.0 5.0 -49.4
Pb 38.5 37.6 38.0 b.d b.d b.d b.d b.d b.d b.d b.d
Sb b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d
Se b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d
Sn b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d
Sr 282 289 285 119 -58.4 495 73.7 92.1 -67.7 91.4 -68.0
Ti 406 415 411 45.6 -88.9 225 -45.3 71.8 -82.5 23.3 -94.3
Tl b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d b.d
V 17.8 17.8 17.8 b.d b.d 8.2 -53.9 b.d b.d b.d b.d
PQL = practical quantification limit (lower reporting limit); % columns are the percent difference between the ash sample value and 
Tlavg", b.d. = below detection = concentration < PQL; 11, = Tarkio # 1 sample A; Tly = Tarkio # 1 sample B; Tl,vg = mean of T l, and 
Tit,; L450 and L950 = P. Pine limbs combusted at 450 and 950 ®C, respectively; N950 = P. Pine needles combusted at 950 “C; G450 
= grasses combusted at 450 °C
Table 1.2a - Bulk X-Rav Diffraction results for vegetative ash samples.
Mineral / Comoound 
Name Stnicture JCPDS
Tl T2 T3 BBD BBG BBL BBN 
491 "C 707 “C 1160 'C  5 7 2 %
Duff
4 5 0 %  600=0 800=0 950=0
Grass
450=0 600=0 800=0 950=0
Limb
450=0 600=0 800=0 950=0
Needle
450=0 600=0 800=0 950=0
C arbonates
Calcite CaCOg 05-0586 X X X X X X X X X X X X
Silicates
Quartz SiO; 33-1161 
Tridymite-0 SiO; 42-1401 
Opal SiOz X HzO 38-0448
X X X X X X X X X X X X X X X 
X
X ?
X X X X X X X X
Feldspars
Anorthite CaAlzSizOe 41-1486 
Anorthodase (Na,K)(Si3/y)0 g 09-0478 
Gehlenite CajAlzSiOz 35-0755 
Microdine KAISijOa 22-0675
X X X X X X  
X? X? X? X
X X X X X X X X X 
X?
X X
X X X X 
?
X?
X
Oxides
Peridase MgO 04-0829 
Lime CaO 37-1497
X X 
X
X = mineral/compound present in ash  sample, ? = questionable mineral match and/or similar mineral compound present (e.g. another feldspar silicate), Tl = Tarkio ash #1, T2 = Tarkio ash #2, T3 = Tarkio ash # 3 .6 BN = bum barrel duff 
layer ash, BBG = bum barrel grass ash, BBL = bum barrel P. Pine limb ash, 6 BN = bum barrel P. Pine needle ash
Table 1.2b - Clav Fraction (< 2um) X-Rav Diffraction results for vegetative a sh  sam ples.
Mineral / Compound Tl T2 T3 BBD BBG BBL BBN Duff Grass Limb Needle
Name Structure JCPDS 491=0 707 =0 1160=0 572 =0 450=0 600=0 800=0 950=0 450=0 600=0 800=0 950 =0 450=0 600=0 800=0 950=0 450=0 600=0 800=0 950=0
C arbonates
Calcite OaOOg 05-0586 X X X X X X X ? X X X X X X X X
Rhodochrosite MnOOa 07-0268 X? ? X?
Magnesite MgOOj 08-0479 X? X?
Spurrite Cas(SiO^)2003 13-0496 ? X? X X? X X?
Ankerite 0 a(Fe,Mg)(0 O3)2 41-0586 X
Silicates
Quartz Si02 33-1161 X X X X X
Opal SiOzxHzO 38-0448 X?
Feldspars
Anorthite CaAl2Si20g 41-1486 X
Diopside 0aMg(Si03)2 11-0654 X X X? ? X? X
Gehlenite OazAlzSiOy 35-0755 X X
Omphacite (Na,Oa)(AI,Mg)Si20s 42-0568 X?
Forsterite MgzSiO* 34-0189 X
Oronstedtite Fe3(Si,Fe)205(0H)4 17-0470 X? X?
Sulfates
Gypsum 0aSO4 X 2HjO 21-0816 X? X X
Arcanite K2SO4 05-0613 X X X X X? X X X
Evaoorites
Svivite KOI 04-0587 X X X X
X = mineral/compound present in ash  sample, ? = questionable mineral match and/or similar mineral compound present (e.g. another feldspar silicate), Tl = Tarkio ash #1. T2 = Tarkio ash #2, T3 = Tarkio ash  #3, BBN = bum barrel duff 
layer ash, BBG = bum barrel grass ash, BBL = bum barrel P. Pine limb ash, BBN = bum ban-el P. Pine needle ash
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Abstract
Debris flows are more frequent following wildfires. Post-wildfire debris flows are 
important geomorphic agents that shape landscapes and impact stream channels. Many 
debris flows were generated after wildfires in the Sleeping Child creek (SCC) basin, 
southwest Montana. These debris flows were generated by intense convective storms and 
initiated by overland flow erosion and progressive sediment bulking. Initiation o f debris 
flows by progressive bulking is indicated by rill networks and slope-area thresholds. 
Landslide initiation o f debris flows is not evident. The mean debris flow-scoured gully 
expansion rate is 0.006 ± 0.002 m^/m. The SCC debris flow-scoured gullies are 
characterized by steep gully heads, generally continuous gullies, mud coating and nick 
marks on adjacent trees, log and boulder jam s, and levees in the lower portion o f the 
gullies. The rill networks converge at the gully heads and are characterized by 
discontinuous, shallow (1 to 4 cm) rills. The impact o f wildfires and debris flows in 
forming landscapes is supported by the SCC debris flows.
Kevwords: debris flow, wildfire, gully, slope-area threshold, landscape evolution
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1. Introduction
W ildfires typically increase hillslope erosion rates. Post-wildfire erosion can be 
increased by denudation, soil hydrophobicity and disaggregation, dry ravel, overland 
flow, and debris flows. Hillslope denudation following wildfires can decrease soil 
cohesion by removing the root mat (Cannon and Reneau, 2000) and increase raindrop 
impact and splash erosion by eliminating vegetation interception (Neary et al., 1999). In 
addition, denudation can eliminate vegetation buffering o f hillslope mass wasting and 
decrease the surface roughness (Cannon and Reneau, 2000). Soil hydrophobicity and 
disaggregation can occur due to volatilization and condensation o f soil organic matter 
during wildfires (DeBano, 1981; Neary et al., 1999; Mataix-Solera and Doerr, 2004). 
Post-wildfire soil hydrophobicity and disaggregation result in loose, friable surface soil 
(DeBano, 1981; Neary et al., 1999). This easily erodible soil can be transported 
downslope by dry ravel, thin debris flows, and overland flow (Moody et al., 2005). Dry 
ravel is the gravity-driven downslope transport o f unconsolidated sediment by rolling, 
bouncing, and sliding (Wells, 1987; Gabet, 2003). Thin debris flows occur when the 
upper 1-3 cm o f  soil becomes saturated above a hydrophobic layer and the pore pressures 
become sufficiently high to trigger a shallow landslide which mobilizes as a thin debris 
flow (W ells, 1987; Gabet, 2003). Post-wildfire rill networks develop due to storm­
generated overland flow and can transport large quantities o f sediment downslope (e.g., 
W ells, 1987; Cannon et al., 2001). Debris flows, however, provide the most dramatic 
example o f  accelerated erosion after a wildfire (e.g., Parrett, 1987; Wells, 1987; Meyer 
and W ells, 1997; Cannon and Reneau, 2000; Cannon et al., 2001).
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Debris flows can initiate due to soil slip failures (Iverson et al., 1997) and progressive 
sediment bulking o f  loose, friable surface sediment (Wells, 1987). Post-wildfire debris 
flows typically initiate due to progressive sediment bulking, not soil slip failures. This is 
evident by the presence o f extensive rill networks and the absence o f landslide scarps 
upslope o f post-wildfire debris flows (e.g., Parrett, 1987; Wells, 1987; Meyer and Wells, 
1997; Cannon and Reneau, 2000; Cannon et al., 2001). The importance o f vegetative ash 
to the initiation o f post-wildfire debris flows has been suggested by some studies (e.g., 
Parrett, 1987; Cannon et al, 2001). Cannon et al. (2001) found vegetative ash to 
comprise a critical portion o f the fine (<2 mm) sediment fraction o f hillslope runoff for a 
debris flow-generating storm. In addition. Cannon et al. (2001) report a lack vegetative 
ash in hillslope runoff for post-wildfire storms that did not generate debris flows.
Debris flows are important agents o f geomorphic change. Debris flows can deliver 
large pulses o f sediment to stream channels (Reneau et al., 1990; Benda et al., 2003; 
Hoffman and Gabet, 2006). Channel morphology can be significantly impacted by large 
sediment pulses. M iller and Benda (2000) observed channel widening and braiding, 
fining o f bed material followed by coarsening, construction o f coarse grained terraces, 
and formation o f new side channels following debris flow sediment inputs. Hoffman and 
Gabet (2006) observed channel aggradation due to fine grained sediment upstream o f 
debris flow fans, channel narrowing and coarse-grained terrace formation through debris 
flow fans, and channel widening and braiding downstream o f debris flow fans. In 
addition, debris flows are important agents o f landscape evolution. Stock and Dietrich 
(2003) postulate that debris flow activity is the primary process shaping steep headwater
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valleys. Post-wildfîre debris flows may play a significant role in landscape evolution by 
controlling bedrock channel incision, valley dissection, and mountain range elevation.
Changes in stream morphology due to debris flow sediment pulses can have positive 
and negative impacts on stream ecology. Benda et al. (2003) found that debris flow 
sediment pulses increase the physical heterogeneity o f low-order stream channels. 
Channel heterogeneity can maintain diverse and productive aquatic habitats (Resh et al., 
1988; Poole, 2002). In addition, debris flows can deliver large woody debris (LWD) to 
stream channels (e.g.. M iller and Benda, 2000; Benda et al., 2003; Hoffman and Gabet, 
2006). In-channel LW D has been positively correlated to pool formation (Montgomery 
et al., 1995; Beechie and Sibley, 1997) and increased bull trout spawning habitat 
(Camefix, 2002). In contrast, fine sediment inputs from debris flows may cover 
salmonoid spawning habitat (Camefix, 2002). Furthermore, channel aggradation due to 
large pulses o f sediment inputs and subsequent incision can isolate riparian communities 
from floodplain disturbance and sediment inputs. Flood disturbance and nutrient addition 
from sediment input are important to riparian plant communities (Naiman et al., 1993; 
Bendix and Hupp, 2000; Dwire and Kaufman, 2003).
Numerous debris flows were triggered in steep, colluvial hollows in the Sleeping 
Child Creek (SCC) basin in 2001. The SCC basin is located in the Sapphire Mountains 
o f  southwest M ontana (Figure 2.1). Over 75% o f the upper SCC basin burned in the 
Valley Complex fires o f August 2000 (Hyde, 2003). Intense convective storms in July 
2001 triggered at least 16 debris flows in the burned region o f the SCC basin (Hyde, 
2003; Hoffman and Gabet, 2006). The rainfall intensity for these storms ranged from 
between 4.1 and 16.8 mm/hr in the lower SCC basin (Hyde, 2003). The rainfall intensity.
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however, was likely greater in the burned portion o f  SCC, where steeper slopes and 
higher elevations would increase the orographic storm effects. Photographs o f two debris 
flow-scoured gullies in SCC are shown in Figures 2.2 and 2.3.
The purpose o f  this study is to evaluate the hillslope and gully morphology 
relationships o f  post-wildfire debris flows. The gully head location, gully head drainage 
area, slope at the gully head, volume o f sediment scoured, and gully width-to-depth ratios 
were evaluated for the SCC debris flows. From this analysis, we hope to determine 
trends between gully and hillslope morphometric parameters that elucidate the processes 
involved in post-wildfire debris flow initiation.
2. M aterials and M ethods
2.1 Field Site
Six debris flow-scoured gullies, and eight tributary debris flow-scoured gullies o f 
those gullies, are evaluated in this study. The debris flow-scoured gullies are located in 
the Sleeping Child Creek (SCC) basin, which is located approximately 15 kilometers 
south o f Hamilton, M ontana (Figure 2.1). The drainage area o f the SCC basin is 169 
km^, the basin elevation ranges between approximately 1200 to 2250 m, and has a mean 
elevation o f 1900 m. The average annual precipitation is 79 cm/yr and is characterized 
by snowfall from Novem ber to March (Hoffman and Gabet, 2006). The underlying 
lithology o f  the basin is predominately gneiss and granite (Hyde, 2003). The hillslopes 
are mantled by sandy loam with abundant gravels that often move readily under foot 
(Hyde, 2003). Talus slopes and bedrock outcrops are abundant within SCC. The 
vegetation in SCC prior to the 2000 wildfire was comprised o f 53% Douglas fir 
(Pseudotsuga menziesii), 18% Lodgepole pine {Pinus contortd), and 19% Ponderosa pine
37
(Pinus ponderosa) (Hyde, 2003). Land use impacts have been light in the study area o f 
the SCC basin. No logging or roads are present, except for a short segment o f forest 
service road in the southeast com er o f the basin. Four rarely-used recreational trails are 
present and are located along the divides and the main channel o f SCC. Prior to 2000, 
the previous wildfire recorded in SCC occurred in 1889 (Hyde, 2003). The bum  severity 
from the 2000 Valley Complex fires was uniform across the study area. Hyde (2003) 
classified the bum  severity in the study area as moderate to high severity using NEXRAD 
imagery and the norm alized bum  ratio (NBR) technique.
2.2 Debris Flow Gully Surveys
Field surveys o f six SCC debris flow scoured gullies were performed between June 
and August 2005. The location o f  debris flow indicators (e.g., levees, sediment deposits, 
nick marks on trees, etc) were recorded with a handheld GPS. The location o f gully 
heads and mouths, the beginning o f rill networks that contributed to gullies, and 
measured gully cross-sections were also recorded. The horizontal GPS accuracy in the 
SCC drainage was between six and ten meters depending on the location within the 
drainage and the time o f day.
2.2.1 Longitudinal Profiles
Gully longitudinal profiles were measured from a 1:24 000 scale topographic map 
(USGS Quadrangle: Bald Top Mountain). The GPS waypoints from the field surveys 
were used as a rough guide to locate each debris flow scoured gully and major gully 
characteristics (e.g., incision point and cross-sections) on the topographic map.
2.2.2 Cross-sections
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Gully cross-sections were measured with a tape measure and stadia rod. The 
locations o f the cross-sections were chosen to represent uniform reaches o f the debris 
flow gullies. A t least five cross-sections were measured for each debris flow gully. The 
cross-sectional area o f  each gully cross-section was calculated by plotting each cross- 
section on a grid o f  known area and counting the grid cells within the cross-section. The 
original soil surface in the colluvial hollows where the debris flows initiated was 
unknown. Hence, three cross-sectional areas were calculated for high, median, and low 
original soil surfaces. The shape o f these three original soil surfaces was drawn to mimic 
the contour o f the gully cross-section. The high, median, and low original soil surfaces 
were drawn arbitrarily. The original soil surface can also be estimated using hillslope 
m orphology and gradient adjacent to the gully. We chose, however, to use a range o f 
arbitrary original soil surfaces due to the uncertainty o f original soil surface estimate 
m ethods and to obtain a range o f gully cross-sectional areas that should encompass the 
actual cross-sectional area. The volume o f sediment scoured by each debris flow in SCC 
was calculated from the calculated cross-sectional areas and longitudinal profiles o f the 
gullies. The gully width-to-depth ratio was calculated at each cross-section measurement 
location using the maximum width and mean depth values (Heede, 1976; Miller and 
Benda, 2000). Gully depth values near the banks o f steep-sided gullies (e.g. depth values 
<0.10 m) do not represent debris flow scour and were not included in the mean depth 
calculation.
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3. Results
3.1 Field Observations
Rill networks are present above the gully heads o f  the six SCC debris flow-scoured 
gullies studied. The rills are 1 to 4 cm deep and converge at the gully heads. The rills are 
characterized by gravel and cobble stacks collected behind trees, the presence of 
imbricated cobbles, nick marks on trees, and occasional small levees. Rill networks are 
often discontinuous and the location o f rill initiation is difficult to pinpoint. The accuracy 
o f  the rill initiation locations is approximately 10 m. No landslide scarps are present at 
the gully head locations. The gully heads are steep and cliff-like (Figure 2.2). The steep 
gully heads m ay be due to gully head-cutting after the initial incision process. The 
location o f rills and gully heads are shown on the longitudinal profiles o f the SCC gullies 
(Figures 2.4 through 2.9). The majority o f the gullies are continuous downslope o f the 
gully head. The exceptions are the 1®* fork o f  debris flow #1 (Figure 2.4) and the fork o f 
debris flow #4 (Figure 2.7). These discontinuous gullies are present where the slope 
gradient decreases downslope o f the gully head. Debris flow deposition occurs with 
decreased slope gradient and incision continues with increased slope gradient. The debris 
flow deposition is characterized by lack o f channel incision, cobble stacks behind trees, 
imbricated cobbles, and small levees. The main gully o f  debris flow #5 has slight 
incision initially and then is incised deeper approximately 40 meters downslope o f the 
gully head (Figure 2.8). The deepened incision for debris flow #5 occurred at an increase 
in slope gradient.
Debris flow scour in SCC is characterized by the following evidence: mud coatings 
and nick marks on the upslope side o f adjacent trees and cobbles nested in crooks o f
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trees. M ud coating, nick marks, and nested cobbles occurred up to 2.5 meters above the 
ground surface for some o f  the debris flo^vs. In addition, debris flow scour is 
characterized by imbricated cobbles and boulders, log and boulder jam s, and levees. The 
levees were typically located in the lower fourth o f the gullies (Figures 2.4 through 2.9). 
Levee height ranged from 0.25 to 2 m.
The debris flows deposited fans on the floodplain and in the channel o f SCC, 
where the valley gradient ranged from 2 to 7 % (Hoffman and Gabet, 2006). Many o f the 
debris flow fans collided with the opposite valley hillslope temporarily damming the 
creek. The debris flow fans are composed o f a mix o f matrix-supported sand, gravel, 
cobbles, and boulders. The matrix is comprised o f clays, silts, and vegetative ash.
3.2 Debris Flow Gully Surveys
The longitudinal profiles for the debris flow-scoured gullies are shown in Figures 
2.4 through 2.9. These profiles illustrate the steep slope o f the SCC gullies, the presence 
o f tributary gullies, and the location o f debris flow levees and gully heads. The gully 
m aximum width ranged from 0.7 to 12.7 m. The gully mean depth ranged from 0.3 to 2.7 
m. The mean width-to-depth ratios for the SCC debris flow-scoured gullies and gully 
tributaries range from 2.3 to 5.7 (Table 2.1). The gully width-to-depth ratio data indicate 
a general trend o f increasing width-to-depth ratio with distance downslope (Figure 2.10). 
The gully depth is typically limited by bedrock; hence increasing debris flow volume is 
accommodated by increases in gully width. The exceptions to this trend are debris flow- 
scoured gullies #1 and #2 (Figure 2.10). The lack o f downslope width-to-depth ratio 
increase in these gullies is due to bedrock outcrops that bound the gullies and limited the 
lateral erosion o f  the debris flows.
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Rill initiation upslope o f  the debris flow-scoured gullies is located between 31 and 
341 m from the basin divide (Table 2.1). The gully heads are located between 105 and 
445 m from the ridge crest (Table 2.1). The distance o f  rill initiation and the gully head 
below the basin divide are compared to the slope gradient along the axis o f the colluvial 
hollows. The colluvial hollow slope values are measured between 40-foot contours on 
the USGS Bald Top M ountain Quadrangle, 1: 24 000 topographic map. The relationship 
between rill initiation and the slope gradient at the location o f rill initiation suggests a 
slope-distance threshold for rill initiation (Figure 2.11). The relationship between gully 
head location and the slope gradient at the gully head suggests a slope-distance threshold 
for debris flow gully incision (Figure 2.12).
The gully source area and scour volume are evaluated in relationship to the 
colluvial hollow slope gradient at the gully head. The source area is defined as the 
drainage area upslope o f the gully head. The source area for each debris flow-scoured 
gully was measured from a 30-meter digital elevation model (DEM) o f the field site using 
ArcGIS 9.0 software. The data suggest a general trend o f smaller gully source area with 
increasing slope at the gully head (Figure 2.13). There is also a general trend o f 
decreasing gully scour volume (see section 2.2.2) with increasing slope at the gully head 
(Figure 2.14). In addition, the mean gully cross-sectional area tends to decrease with 
increasing slope at the gully head (Figure 2.15). Furthermore, the gully scour volume is 
positively correlated to the total gully length (Figure 2.16) and the mean cross-sectional 
area (Figure 2.17), indicating that debris flows bulk with distance downslope and 
consequently erode wider gullies. The mean gully expansion rate o f the SCC debris
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flow-scoured gullies is 0.006 ± 0.002 mVm (Figure 2.18). There was no relationship 
between gully expansion and the mean gully slope gradient.
4. Discussion
The role o f fire appears to be critical to debris flow initiation in the Sleeping Child 
Creek basin. W ildfires increased overland flow and vegetative ash from the fires may 
have led to progressive bulking o f overland flow and subsequent debris flow initiation. 
Sandy soils typically have high infiltration rates that limit the generation o f overland 
flow. The extensive rill networks present in the source area o f the SCC debris flow- 
scoured gullies indicate that overland flow was pervasive after the fire. Decreased soil 
infiltration after wildfires may be due to soil hydrophobicity (DeBano, 1981 ; Huffman et 
al., 2001; Martin and Moody, 2001) and surface-sealing due to swelling o f vegetative ash 
in the soil pores (Etiegni and Campbell, 1991). In addition, entrained vegetative ash may 
alter the physical properties o f debris flows by decreasing the settling velocity o f 
entrained sediment. Laboratory studies (e.g., Cao and Qian, 1990; Julien and Lan, 1991; 
M ajor and Pierson, 1992) indicate that the presence o f fines (<2 mm size fraction) can 
increase the viscosity o f  sediment slurries, hence decreasing the fall velocity o f entrained 
sediments. Higher flow viscosity and lower fall velocities may allow increased sediment 
entrainment. This process may work as a positive feedback loop, whereby entrainment o f 
ash increases the capacity o f overland flow sediment bulking and debris flow initiation. 
Cannon et al. (2001) also found the presence o f vegetative ash to be critical to the 
initiation o f debris flows after the Cerro Grande fire, New Mexico. The debris flow 
deposits in the SCC basin contained vegetative ash in the fine-grained matrix indicating 
that vegetative ash played a role in the SCC debris flows.
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The slope-area thresholds indicate that overland flow generated the SCC debris flows. 
The shear stress at the slope-area threshold is equal to the boundary shear stress that will 
incise channels and is defined in the following equation.
To = p g h S  [1]
Where tq is the boundary shear stress, p is the density o f  the water, g is the acceleration 
o f gravity, h is the flow depth, and S is the slope gradient. The drainage area or the 
distance below  the basin divide can be used as a proxy for the flow depth. The boundary 
shear stress, then, is proportional to the product o f the slope gradient and the source area 
( A d )  or distance below the basin divide (Xc) as shown in the following equations.
T o  Qc A d  S  [ 2 ]
T o  o c  X c  S  [ 3 ]
Slope-area thresholds represent a zone o f  transition between channeled and unchanneled 
hillslope regions (Montgomery and Dietrich, 1 9 9 4 ) .  The erosional shear stress above a 
slope-area threshold is inadequate to overcome soil resistive forces and incise channels. 
M ontgomery and Dietrich ( 1 9 9 4 )  combined the theoretical slope-area thresholds o f 
diffusive, seepage, landslide, and overland flow erosion processes to define landscape 
regions where the different erosion and channel initiation processes dominate. The slope- 
area thresholds for the SCC debris-flow scoured gullies (Figures 2 . 1 1  and 2 . 1 2 )  match the 
theoretical and empirical slope-area thresholds for overland flow (Montgomery and 
Dietrich, 1 9 9  4 ,  pp. 2 3 5 ) .  This close match o f slope-area thresholds indicates that 
channel initiation in the SCC basin occurred due to overland flow. In addition, the debris 
flows in SCC cannot be attributed to landslides, which is the predominant mechanism for 
debris flow initiation (Iverson et al., 1 9 9 7 ) .  The rill networks, absence o f landslide
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scarps, and slope-area thresholds in SCC indicate that the debris flows in SCC were 
initiated by overland flow. Extensive overland flow evidence (e.g. rilling) in SCC 
suggests that little runoff was infiltrating into the soil a necessary precursor to landsliding 
(Iverson et al., 1997).
There is substantial variability between the different SCC debris flow-scoured 
gully morphometric parameters (e.g., gully head locations, slope-area thresholds, scour 
volume, etc.). This variability can be attributed to several natural variables. The 
morphology o f source area above gully heads varies. The type and density o f vegetation 
varies. Rainfall intensity will also vary within steep, high-relief basins. Fire severity will 
vary due to fuel availability, weather conditions, and hill slope gradient and aspect.
These natural variables can influence many different debris flow initiation and 
morphology parameters. Source area morphology and rainfall intensity will impact the 
quantity o f overland flow and sediment erosion. Fire severity and vegetation variations 
may impact the amount and spatial continuity o f soil hydrophobicity, which may affect 
soil infiltration and soil disaggregation (e.g., Mataix-Solera and Doerr, 2004; Moody et 
al., 2005). Variations in soil hydrophobicity may result in variations in the quantity o f 
overland flow and soil erosion. The above natural variations may impact the location o f 
rill initiation and gully heads, the slope gradient at the gully heads, and the debris flow 
volume.
The long-term géomorphologie evolution o f hillslopes and landscapes are 
significantly impacted by wildfire and debris flows. The geomorphic evolution o f 
colluvial hollows has been described as a complex interaction o f sediment deposition and 
erosion (Reneau et al., 1990). Hollows fill over periods o f thousands to tens o f thousands
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o f  years (Reneau et al, 1990) by soil creep processes including bioturbation (Gabet et al., 
2003) and dry ravel (W ells, 1987; Gabet, 2003). The colluvium is subsequently 
excavated by landslides and debris flows (Reneau et al, 1990). The debris flow-scoured 
gullies in the SCC basin indicate that wildfires followed by intense rainfall and debris 
flows can greatly increase colluvial sediment excavation. The excavation o f hillslope 
colluvial hollows can lead to extensive stream aggradation (Reneau et al., 1990). 
Hollows almost immediately begin refilling and the infilling processes are accelerated 
after w ildfires due to lack o f vegetation (Cannon and Reneau, 2000), increased soil 
erodibility (DeBano, 1981; Neary et al., 1999), burnt tree dead fall (Gabet et al., 2003), 
and erosion o f gully banks. The SCC gullies have already partially infilled between the 
2001 gully rejuvenation and the 2005 surveys (Figure 2.3). The greatest gully infilling 
was a result o f  tree fall and gully bank erosion. The above hillslope evolution process 
will repeat itself. High frequency, low magnitude soil creep will load colluvial hollows 
and then be emptied catastrophically by post-wildfire debris flows. In addition, the 
colluvial hollow bed elevation may be lowered due to bedrock erosion by debris flows 
(Stock and Dietrich, 2003). Debris flow erosion o f colluvial hollow bedrock can control 
valley dissection and mountain elevation in steep gradient headwater streams (Stock and 
Dietrich, 2003).
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5. Conclusions
The post-wildfire debris flows in SCC were initiated by progressive sediment 
bulking, not landslides. Evidence for progressive bulking, rather than landslides, include: 
the absence o f landslide scarps, the presence o f rill networks, and slope-area thresholds 
that suggest that overland flow was prevalent. The evidence o f overland flow indicates a 
lack o f soil saturation, which decreases the possibility o f  landslides. In addition, the 
debris flow-scoured gullies enlarge with downslope distance. The mean debris flow- 
scoured gully expansion rate in SCC is 0.006 ± 0.002 m^/m. The gully expansion does 
vary between the debris-flow scoured gullies and has a poor linear relation for some of 
the gullies. The SCC debris flow-scoured gullies are characterized by steep gully heads, 
generally continuous gullies, mud coating and nick marks on adjacent trees, log and 
boulder jam s, and levees in the lower portion o f the gullies.
Post-wildfire debris flows are important geomorphic agents. The debris flow-scoured 
gullies in the SCC basin support cyclic landscape evolution models o f colluvial hollow 
deposition and excavation. This process can be accelerated by wildfires, which increase 
soil creep deposition and magnify debris flow excavation. In addition, post-wildfire 
debris flows may control valley morphology through bedrock erosion and sediment 
inputs to stream channels.
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Figure 2.1. Location of Sleeping Child Creek basin in southwest Montana. (A) Sleeping Child Creek basin 
boundary. (B) Inset of debris flow study area. White triangles denote debris flow-scoured gully heads.
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Figure 2.2. Photograph o f  debris flow-scoured gully head in Sleeping Child creek, 
southwest M ontana. The photo is looking upslope. The gully is approximately 1.0 m 
deep and 1.5 m wide. Note the steep gully head (background), cobble jam  (foreground), 
and burnt trees.
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Figure 2.3. Photograph of debris flow-scoured gully in Sleeping Child creek, southwest Montana. The photo is looking downslope. 
The gully is approximately 1.5 m deep and 2.5 m wide. Note the levee on the right-hand side, the cobble stacks behind the trees, the 
mud-coating on the near right-hand side tree, partial gully infilling, and the burnt trees.
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Figure 2.4. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #1. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations. The longitudinal profiles o f Fork #1
and Fork #2 are vertically offset by 5 and 15 meters, respectively, to obtain a clear representation.
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Figure 2.5. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #2. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations. The longitudinal profiles of the Fork
is vertically offset by 10 meters to obtain a clear representation.
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Figure 2.6. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #3. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations.
450 1
400 4
350 A
300 A
Fork
£  250 -
î
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Figure 2.7. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #4. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations. The longitudinal profile of the Fork is
vertically offset by 20 meters to obtain a clear representation.
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Figure 2.8. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #5. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations. The asterisk with the arrow above it
represents further incision at a rill network confluence.
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Figure 2.9. Longitudinal profile for Sleeping Child Creek debris flow-scoured gully #6. Solid lines indicate incised channels, dotted
lines indicate rill networks that are not incised, and asterisks (*) represent gully head locations.
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Figure 2.10. Plot of gully length and width-to-depth ratio debris flow-scoured gullies in the Sleeping Child creek basin, southwest 
Montana. The width-to-depth ratio generally increases with downslope.
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Figure 2.11. Plot o f  the distance o f rill initiation below the ridge crest and the slope at the 
location o f  rill initiation for debris flow-scoured gullies (n = 13) in Sleeping Child creek, 
southwest Montana. The grey dashed line represents the threshold between channeled 
and unchanneled portions o f the landscape. The data indicate an inverse relationship 
between the distance o f  rill initiation below the ridge crest and the slope at the location of 
rill initiation.
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Figure 2.12. Plot o f the distance o f the gully head below the ridge crest and the slope at 
the gully head for debris flow-scoured gullies (n = 14) in Sleeping Child creek, southwest 
Montana. The grey dashed line represents the threshold between channeled and 
unchanneled portions o f the landscape.
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Figure 2.13. Plot o f  the gully source area (km^) and the slope at the gully head for debris 
flow-scoured gullies (n = 12) in Sleeping Child creek, southwest Montana. The data 
indicate an inverse relationship between the source area and the slope at the gully head. 
The grey dashed line represents the threshold between channeled and unchanneled 
portions o f the landscape.
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Figure 2.14. Plot o f  the median gully scour volume estimate (m^) and the slope at the 
gully head for debris flow-scoured gullies in Sleeping Child creek, southwest Montana. 
The solid line is a linear best fit line o f the data. The data indicate an inverse relationship 
between the gully scour volume and the slope at the gully head.
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Figure 2.15. Plot o f the mean gully cross-sectional area (m^) and the slope at the gully 
head for debris flow-scoured gullies in Sleeping Child creek, southwest Montana. The 
gully cross-sectional area is calculated from the median estimate o f the original soil 
surface in the colluvial hollow. The solid line is a linear best fit line o f the data. The data 
indicate an inverse cross-sectional area and gully head slope relationship.
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Figure 2.16. Plot o f the median gully scour volume estimate (m^) and the total length of 
debris flow-scoured gullies in Sleeping Child creek, southwest Montana. The solid line 
is a linear best fit line o f the data. The data indicate a linear increase in scour volume 
with longer gullies.
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Figure 2.17. Plot o f the gully scour volume estimate (m^) and the mean cross-sectional 
area (m^) o f  the debris flow-scoured gullies in Sleeping Child creek, southwest Montana. 
Both the scour volume and cross-sectional area values were calculated using the median 
original soil surface. The solid line is a linear best fit line o f the data. The data indicate a 
linear increase in scour volume with larger gully cross-sectional area.
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Figure 2.18. Representative plot o f the total gully length versus the mean cross-sectional 
area (m^) for debris flow-scoured gully #5 in Sleeping Child creek (SCC), southwest 
Montana. The values ranged from 0.26 to 0.91 for the six SCC gullies. The gully 
cross-sectional area is calculated from the median estimate o f the original soil surface. 
The solid line is a linear best fit line o f the data. The slope o f the linear best fit line is the 
gully expansion rate (dA/dx), which is 0.0054 m^/m for gully #5.
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Table 2.1 - Debris flow-scoured gully properties in the Sleeping Child creek basin, southwest Montana.
Debris Flow Gullv Head Drainaee Total Scour Volume (m^) Distance from Ridee Slone at Gullv Distance from Ridge Slone at Rill Mean Width-to-
Area (kmh Low Mid High to Gullv Head (ml Head (%1 to Rill Initiation (ml Initiation (%) Depth Ratio
1 - Main 0.09 197 534 925 370 23.7 287 17.8 4.9
1 -Fork#l ND 3.5 7.9 14 438 28.2 285 36.7 2.3
1 - Fork #2 ND 16 32 48 391 20.9 238 44.5 3.6
1 -Total — 217 574 987 --- . . . —* —
2 - Main 0.06 587 1326 2088 288 31.7 199 36.1 4.6
2 - Fork 0.01 6.8 15 25 105 24.0 83 34.5 3.7
2 - Total 593 1341 2114 —- --- --- --- ---
3 - Main 0.05 1188 2775 4583 246 21.4 171 23.1 4.4
3 - Fork 0,01 37 92 146 167 37.5 31 40.2 5.7
3 - Total --- 1225 2867 4729 --- --- ---
4 - Main 0.08 405 1103 1761 360 23.9 265 28.7 3.9
4 - Fork 0.03 7.1 17 41 172 50.2 175 46.8 4.0
4 - Total --- 412 1120 1802 --- ——
5 - Main & Right Branch 0.03 530 1272 2060 210 32.6 175 29.9 4.6
6 - Main (Left Branch) 0.12 1152 2761 4573 445 15.3 ND 10.4 3.6
6 - Fork #1 0.05 123 308 484 363 21.2 341 11.5 2.9
6 - Fork #2 0.08 15 38 64 293 23.9 224 28.9 3.7
6 - Right Branch 0.05 174 548 910 329 40.2 288 29.5 4.2
6 - Total --- 1464 3655 6031 --- --- --- --- ---
ON
NO
ND = not determined
